
Bridge Width CS Unit Length Factored Pile Reaction (kips) Factored Pile Reaction (tons)

25'-0'' 106 53

30'-0'' 118 59

35'-0'' 126 63

40'-0'' 132 66

45'-0'' 140 70

50'-0'' 154 77

55'-0'' 162 81

60'-0" 170 85

65'-0" 178 89

70'-0" 184 92

25'-0'' 110 55

30'-0'' 122 61

35'-0'' 132 66

40'-0'' 140 70

45'-0'' 148 74

50'-0'' 162 81

55'-0'' 170 85

60'-0" 180 90

65'-0" 188 94

70'-0" 194 97

25'-0'' 92 46

30'-0'' 102 51

35'-0'' 110 55

40'-0'' 118 59

45'-0'' 122 61

50'-0'' 134 67

55'-0'' 142 71

60'-0" 148 74

65'-0" 156 78

70'-0" 162 81

25'-0'' 96 48

30'-0'' 108 54

35'-0'' 116 58

40'-0'' 122 61

45'-0'' 130 65

50'-0'' 142 71

55'-0'' 148 74

60'-0" 156 78

65'-0" 164 82

70'-0" 170 85

25'-0'' 100 50

30'-0'' 112 56

35'-0'' 120 60

40'-0'' 126 63

45'-0'' 136 68

50'-0'' 146 73

55'-0'' 154 77

60'-0" 162 81

65'-0" 170 85

70'-0" 176 88

Bridge Width Skew Cap Length No. of Vertical Piles Pile Spacing

60/120 38'-2'' 5 8'-6''

75/105 34'-3'' 5 7'-6''

90 33'-0'' 5 7'-6''

60/120 41'-8'' 5 9'-6''

75/105 37'-4'' 5 8'-3''

90 36'-0'' 5 8'-3''

60/120 45'-2'' 7 7'-0''

75/105 40'-6'' 7 6'-0''

90 39'-0'' 7 6'-0''

60/120 48'-7'' 7 7'-6''

75/105 43'-7'' 7 6'-6''

90 42'-0'' 7 6'-6''

60/120 52'-0'' 7 8'-0''

75/105 46'-8'' 7 7'-0''

90 45'-0'' 7 7'-0''
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End Bent Geometry and Loads (Cored Slabs)
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